
Glazing Type Optional)

(Optional Muntin Shown, Muntin Configuration and 

Typical Exterior Elevation

Series 950N Fixed Lite

Window Width (RO -3/4")

Rough Opening

Window

Height

(RO -3/4")

Rough

Opening

5

1

2

4

3

Wayne, NE 68787

P.O. Box 278, 701 Centennial Road


 
















950N Fixed Lite -- Subframe Installation





FYRE-TEC



1 1/2"

Typical Jamb Section

Series 950N Fixed Lite

Window Width (RO -3/4")

Rough Opening

3/8"

TYP.

(2 Places)

INTERIOR JAMB ANGLE

(2 Places)

EXTERIOR JAMB ANGLE

2 3/4"

34

Wayne, NE 68787

P.O. Box 278, 701 Centennial Road


 
















Jamb- Subframe Installation Kit





FYRE-TEC



1 1/2"

EXTERIOR

ROUGH

OPENING

WINDOW

HEIGHT

(RO - 3/4")

INTERIOR

1 15/16"

2 3/4"

(With Optional Muntin)

Typical Head/Sill Section

Series 950N Fixed Lite

2

1

5

Wayne, NE 68787

P.O. Box 278, 701 Centennial Road


 
















Head/Sill -- Subframe Installation





FYRE-TEC


